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Tensile strength of concrete were examined on its partial replacement of cement 
and sand using ground granulated blast furnace and quarry dust. The study 
examines its behaviour at different dimensions. This is to monitor the variation 
effect of these parameters on the growth rates of tensile to the optimum curing 
age. These include non linear conditions of tensile state, non-elastic and its 
brittle behaviour at all times as it express zero conditions in tension. This means 
that it has the ability to with stand pull force. It also reflects its weak ability to 
handle shear stress thus tends to cause deformation in material as it has poor 
elasticity. The reflection of its brittle influence the rate of tensile behaviour from 
concrete ductility. These are known to be a material on modern mechanics of 
concrete. These are also considered as quasi brittle material. This behaviour was 
reflected as the system considered evaluating the growth rate of tensile strength 
that replaced cement and sand with these locally sourced addictives. The 
developed model monitor other reflected influential parameters such as variation 
of concrete porosity due it compaction in placements, tensile behaviour reflects 
these effect that subject it to mechanical properties of concrete. The study 
expressed the reaction of these parameters in the simulation, the evaluation 
of these affected the details variation of tensile growth rate at different water 
cement ratios and curing age. The tensile behaviour that was monitored are 
based on these factors in the study. The derived model were validated with the 
a researcher results [24], and both parameters developed best fits correlation. 
The study is imperative because the system expressed the behaviour of tensile 
strength from concrete at different dimensions. Experts can applied these 
concept to monitor tensile behaviour considering these parameters in its growth 
rates.
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1. Introduction 
An observation was made through investigation carried 
to identify substitute material to sand; these are known to 
be fine aggregates that generated green concrete [1,2,3,4,5]. 
These types of study’s findings have developed condi-
tions desirable to the application of waste by-product to 
produce high tensile strength from high strength concrete. 
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These materials are available and obtain cheap in locali-
ties. Thus it has made the waste by-products environmen-
tally friendly, more so the substitutes for cement and river 
sand are now preferably by-products. In order to conquer 
this crisis, the replacements of river sand with QD were 
applied that proof to be an economical alternative in the 
construction industries [6,7,8,9,10]. The development of green 
concrete generations was overcome through this crisis 
that was mentioned above. [5,8,11,12] the generation of tensile 
strength is basically reflected from the tensile behaviour 
of the material as concrete formation. The application of 
these materials such as Fly Ash (PFA) Silica Fume (SIL-
ICA) including the addition of 100 % quarry dust (QD) 
as partial replacement for fine aggregates was accessed 
by these experts [10,8,13,15]. This study also was illustrated 
by these researchers [11,14,15,17]. It explained progressive 
success of these materials by dosage that is up to 20% of 
sand. The observation expressed their various high rates 
of effective replacement using quarry dust in traditional 
concrete. More so these researchers [15,16,19,20], explained the 
use of quarry waste as a substitute for sand in construc-
tion industries. It has definitely resolve the environmental 
problems that is caused by large-scale depletion of the 
natural sources such as river sand and it rates of mining [18 
19,20 21,22,23].
2. Theoretical Background
                (1.0)
Dividing equation (1.0) all through by we have 
                (1.1)
Let 
                   (1.2)
                 (1.3)
Substituting equation (1.2) and (1.3) into equation (1.1) 
we have that
                (1.4)
Integrating both sides we have 
                (1.5)
Substituting equation (1.2) into equation (1.13) we 
have
               (1.6)
3. Materials and Method
Testing machine
Three cylinders (φ150 mm & 300 mm in height)
6-A jig for aligning concrete cylinder and bearing strips
Prepare three cylindrical concrete specimens following 
the same steps as test No.32.
1. After moulding and curing the specimens for seven 
days in water, they can be tested.
2.Two bearings strips of nominal (1/8 in i.e. 3.175 mm) 
thick plywood, free of imperfections, approximately (25 
mm) wide, and of length equal to or slightly longer than 
that of the specimen should be provided for each speci-
men.
3. The bearing strips are placed between the specimen 
and both upper and lower bearing blocks of the testing 
machine or between the specimen and the supplemental 
bars or plates.
4. Draw diametric lines an each end of the specimen 
using a suitable device that will ensure that they are in the 
same axial plane. Centre one of the plywood strips along 
the center of the lower bearing block.
5. Place the specimen on the plywood strip and align 
so that the lines marked on the ends of the specimen are 
vertical and centered over the plywood strip.
6. Place a second plywood strip lengthwise on the 
cylinder, centered on the lines marked on the ends of the 
cylinder.
7. Apply the load continuously and without shock, at 
a constant rate within, the range of 689 to 1380 kPa/min 
splitting tensile, stress until failure of the specimen.
8. Record the maximum applied load indicated by the 
testing machine at failure. Note the type of failure and ap-
pearance of fracture.
3.1 Observations and Calculations
Calculate the splitting tensile strength of the specimen 
as follows:
T = 2P/Ld
Where: T: splitting tensile strength, N/mm²P: maximum 
applied load indicated by testing machine, NL: Length of 
the specimen, mmd: diameter of the specimen, mm
DOI: https://doi.org/10.30564/jbms.v3i1.2949
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4. Results and Discussion 
Table 1. Predictive and Experimental Values of Split Ten-
sile Strength at Different Curing Age
Curing Age Predictive Values of Tensile   Strength
Experimental Values of 









Table 2. Predictive and Experimental Values of Split Ten-
sile Strength at Different Curing Age
Curing Age Predictive Values of Tensile Strength










Table 3. Predictive and Experimental Values of Split Ten-
sile Strength at Different Curing Age
Curing Age
Predictive Values of 
Tensile Strength 
[W/C -0.30] 











Table 4. Predictive and Experimental Values of Split Ten-
sile Strength at Different Curing Age
Curing Age Predictive Values of Tensile Strength
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Table 5. Predictive and Experimental Values of Split Ten-
sile Strength at Different Curing Age
Curing Age Predictive Values of Tensile Strength










Table 6. Predictive and Experimental Values of Split Ten-
sile Strength at Different Curing Age
Curing Age
Predictive Values of 
Tensile Strength 
[W/C-0.30] 











Table 7. Predictive and Experimental Values of Split Ten-
sile Strength at Different Curing Age
Curing Age Predictive Values of Tensile Strength 
Experimental Values of 









Table 8. Predictive and Experimental Values of Split Ten-
sile Strength at Different Curing Age
Curing Age Predictive Values of Tensile Strength 












Journal of Building Material Science | Volume 03 | Issue 01 | June 2021
Distributed under creative commons license 4.0
Table 9. Predictive and Experimental Values of Split Ten-
sile Strength at Different Curing Age
Curing Age
Predictive Values of Tensile 
Strength
 [W/C-0.30] 











Figure 1. Predictive and Experimental Values of Split 
Tensile Strength at Different Curing Age
Figure 2. Predictive and Experimental Values of Split 
Tensile Strength at Different Curing Age
Figure 3. Predictive and Experimental Values of Split 
Tensile Strength at Different Curing Age
Figure 4. Predictive and Experimental Values of Split 
Tensile Strength at Different Curing Age
Figure 5. Predictive and Experimental Values of Split 
Tensile Strength at Different Curing Age
Figure 6. Predictive and Experimental Values of Split 
Tensile Strength at Different Curing Age
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Figure 7. Predictive and Experimental Values of Split 
Tensile Strength at Different Curing Age
Figure 8. Predictive and Experimental Values of Split 
Tensile Strength at Different Curing Age
Figure 9. Predictive and Experimental Values of Split 
Tensile Strength at Different Curing Age
Figure 10. Predictive and Experimental Values of Split 
Tensile Strength at Different Curing Age
Figure one to ten show the variation growth rate of 
tensile strength from the concrete grades. The tensile from 
this design concrete grades reflects the output of the mod-
el concrete that were partially sand and cement with quar-
ry dust granulated blast furnance and silica fumes. The 
materials developed the required tensile strength based on 
the addictive applied and quarry dust used, the behaviour 
of these materials reflect the variation growth in concrete 
tensile. The exponential increase in strength observed, 
shows the gradual strength attained from the improved 
setting time of the materials. Such by-product integrated 
to obtained the required tensile behaviour of the material 
that expressed the variation of the mechanical proper-
ties generated from the concrete formation, since tensile 
strength is important properties due to its vulnerable to 
tensile cracking at different influence on applied load. 
This condition influence the behavior of the tensile rate 
of the concrete based on the reflection from the applied 
addictive and quarry dust as partial replacements for sand 
and cement. This also shows the variation in performance 
as reflected in the trend whereby the tensile experienced 
slight fluctuation based on these stated factors. The tensile 
known to be ability to withstand pull force, the trend in all 
the figures observed gradual growth rate with slight fluc-
tuation based on the compaction variation of the concrete 
at different placement. These were observed to reflect on 
its tensile strength. The behaviour of the growth rate also 
was influenced by the percentage variation of concrete 
porosity through the heterogeneity of compaction on dif-
ferent mix design.
5. Conclusions 
The study has definitely examined various trends of 
tensile growth rates. These are developed from signifi-
cant considered property of concrete, because structure 
is highly vulnerable to tensile cracking. This observation 
is known to be due to various kinds of influence and the 
applied loading, however tensile strength of concrete is 
very low compared to its compressive strength. The be-
haviour of tensile strength from concrete structure are 
basically from its mechanical properties. These proper-
ties includes shrinkage and creep, compressive strength, 
flexural strength, modulus of elasticity and the concrete 
tensile. The study carried out from variations of tensile af-
fects concrete that partially replace sand and cement with 
addictives. These were monitored effect considering these 
partial replacements. The study examined the behaviour 
of tensile from concrete structure based on the facts that 
these materials is non linear, non elastic and brittle, due 
to its strong in compression and weak in tension, the 
behaviour of tensile strength growth from these partial 
DOI: https://doi.org/10.30564/jbms.v3i1.2949
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replacement determined its variations on performance. 
These are to examine the materials based of the dosage 
of partial replacements on the addictives for cement, the 
derived model that monitor the heterogeneity from tensile 
strength generated the theoretical values from the simula-
tion. The parameters that reflect concrete behaviour were 
considered in the system. The influence of these parame-
ters was observed on the tensile behaviour, the predictive 
values were compared with experimental values, and both 
parameters developed best fits correlation.
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